
OPERATIVE
ov-1 & new ov-2

®

OV-1 & OV-2 FEATURES INCLUDE
►	Rugged aerospace aluminum, MIL-SPEC Type III hardcoat 

anodized

►	Choice of Incandescent or LED 
•	 shock absorbing incandescent lamp generates 95 lumens 

of bright white light
•	 recoil-resistant LEDs produce 150 lumens of intense 

white light

►	Deeply knurled non-slip grip

►	Meets MIL-STD-810G for adverse environmental conditions

►	Optional tip-off filters available in blue, red and green. 
Infrared filters available for incandescent lights only

►	Manufactured in the U.S.A.

Our OPERATIVE® series 
of tactical lights are 

compact and lightweight, 
yet powerful and precise 
with the versatility you need 
to face any situation. These 
pocket-sized flashlights pack 
the power of larger full-size 
flashlights at a fraction of 
their size and weight.

The OV-1 light can be 
handheld or weapon- 
mounted with or without 
a laser using our specially 
designed low profile, offset 
mount.  The finger activated 
On/Off/Momentary push 
button switch makes it virtu-
ally impossible to acciden-
tally activate the light.

OV-1
•	 Handheld or weapon-mounted light

•	 On/Off/Momentary tactile push button switch

•	 Removable pocket clip and lanyard

•	 Batteries

•	 Available in Desert Sand, Foliage Green and Black.  
Incandescent also available in blue, red, silver and gold

•	 Low profile MIL-SPEC-1913 offset mount sold separately

The NEW OV-2 carbine 
lighting system has a modu-
lar design to meet the wide 
variety of today’s battlefield 
needs. Interchangeable  
On/Off/Momentary push 
button or remote cable 
pressure pad switching 
options, and the low profile 
MIL-SPEC-1913 offset mount 
provide flexibility in mount-
ing and activation options. 

The OV-2 also integrates 
seamlessly with our  
DBAL-A3 (pp. 4-5) or our 
ITAL-A & OTAL-A visible 
models (pp. 8–9) using the 
optional dual remote cable 
switch.

The OV-1 and OV-2 are 
available with either an  
incandescent lamp or a high  
intensity LED.

OV-1 
Incandescent

OV-1 LED with Optional MIL-SPEC-1913 Mount

OV-2 LED
with Remote 

Tailcap
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OPERATIVE SPECIFICATIONS SEE P. 29 FOR ADDITIONAL SPECIFICATIONS & WARRANTY
BATTERY	 	 Two 3-volt 123A Lithium
MATERIAL		  Anodized aircraft aluminum 6061T-6
WEIGHT (with batteries)	 OV-1	 3.1 oz / 88 grams
	 OV-2 (with push button tailcap)	 3.5 oz / 99.2 grams
	 OV-2 (with remote cable tailcap & mount)	 4.9 oz / 138.9 grams
LENGTH	 OV-1	 4.7 in / 11.9 cm 
	 OV-2 (with push button tailcap)	 5.25 in / 13.3 cm
	 OV-2 (with remote cable tailcap)	 5.5 in / 14 cm
DIAMETER OF HEAD	 	 1 in / 2.5 cm
ENVIRONMENT	 	 Waterproof to 20 meters

OPERATIVE ACCESSORIES (configuration dependent)

Tip-Off 
Filters

NEW OV-2
•	 Weapon-mounted carbine lighting system

•	 Multiple configurations available including
	 -	 Remote cable switch tailcap 
	 -	 On/Off/Momentary push button tailcap
	 -	 Dual On/Off/Momentary push button/remote cable tailcap
	 -	 Low profile MIL-SPEC-1913 offset mount

•	 Batteries included

•	 Available with 95 lumen incandescent or 150 lumen LED in 
Desert Sand, Foliage Green and BlackOV-2 LED with Remote Cable shown with DBAL-A3

OV-2 LED with Push Button Switch

OV-2 Remote Cable
Tailcap
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